
875 AL40 Dust Cap 

 Certified per ADR 4.3.4.1.1 up to 3 bar

 Lightweight pressure die-cast aluminium 

 construction for maximum strength and

 weight reduction 

 Easy use due to radial cam and lug design

 Buna-N seal 

 Glass-filled nylon cams to reduce wear

 Locking hole for wire security seal

 Private branding on API Dust Cap is optional

CIVACON’s 875 API Dust Cap is lightweight, corrosion resistant and designed 
for the protection of API RP 1004 tank-truck adaptors complying to ADR.

875 AL40, Dust Cap

875-AL40, ADR
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General spec’s 875-AL40 Dust Cap

 Maximum working pressure 3 bar

 Working temperature -40ºC to +70ºC

  other temperatures in reguest

 Weight 1 Kg

item Part number Description
1 10918 Buna-N seal

Art. number Description
891-series 4” API Bottom Loading Adaptors 

875-AL40 API Dust Cap

875-AL40-NOLABEL API Dust Cap without inscription

875-AL40-(private label) API Dust Cap with private branding
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All dimensions are in mm
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Providing expe rt cargo-tank solutions

 No.  Discription  Article

 1 API Tank Truck Adaptor 891-series
 2 Dust Cap  875-AL40
 3 Air Interlock for API 200
 4 Gravity Coupler 876-series
 5 Vapour Recovery Adaptor 633LVB
 6 Air Interlock for VR-Adaptor 201
 7 Socket 4100-series
   44 01-series
 8 Onboard Monitoring System ROMII Plus
 9 Sealed Parcel Delivery System SCS-300
 10 Pneumatic Controls PCU-series
   PCP-series
 11 Bottom Valve EURO100-series
 12 Retain Sensor 1000R
 13  1111 -series, 5-wire Optic
   155 1-series, 2-wire Optic
 14 Manhole Cover T400-series, 20” Bolted Aluminium / Carbon Steel / Stainless Steel
   58-00- 28D/R, Recessed 20” bolted Aluminium
 15 Vapour Recovery Valve T195-series
 16 Pressure/ Vacuum-Vent NV3000E
 17 Vapour Line Valve 1995 TWD
 18  10540M
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